
In 1999, after four years of dry weather, the 
reserves in the Upper Reservoir were drawn down 
to provide drinking water. Seasonal snowpack 
runoff normally would have refilled the reservoir 
within a couple of years. However, the drought 
continued, and the four years following the 
drawdown saw little runoff. The amount of water 
flowing through the Lower Reservoir annually 
dropped from 20,000 acre-ft to less than  
5,000 acre-ft. No water was released and little 
was treated from the Lower Reservoir from 2000 
through 2004. Minimal water was discharged 
from the Upper Reservoir to the Lower Reservoir 
to provide what was absolutely necessary for 
treatment at the Parley’s Treatment Plant. The 
Lower Reservoir essentially became a closed 
system, and supplemental water was purchased 
from neighboring systems.

A Brief History

Following massive flooding in 1983, numerous 
improvements were made to the flood control 
system in the Salt Lake Valley. The largest project 
was the construction of Little Dell Dam above 
the Mountain Dell Reservoir. Built by the Army 
Corps of Engineers, Little Dell is an earth-fill 

dam forming a 20,000 acre-ft 
impoundment. At high pool, 
the surface area of the Little 
Dell reservoir is 230 acres, and 
that of Mountain Dell Reservoir 
is 60 acres. The Salt Lake City 

Department of Public Utilities operates both 
reservoirs.

Three streams feed the reservoirs. Dell Stream 
feeds into the Upper Reservoir. Parley’s Creek and 
Lambs Stream converge and flow either directly 
into the Lower Reservoir or through a diversion 
structure into the Upper Reservoir. The maximum 
capacity of the diversion structure is 60 ft3/sec, 
which is adequate to divert 80–90 percent  
of the flow of Parley’s Creek and Lambs Stream  
to the Upper Reservoir in a typical year.

The Lower Reservoir contains the Parley’s 
Treatment Plant intake; normally about 5,000 
acre-ft of water is treated annually, and the rest of 
the flow-through is bypassed. In 1983, the flow-
through was about 50,000 acre-ft. Any water that 
is bypassed through the Lower Reservoir is lost 
for any further drinking water or agricultural use, 
as it quickly enters the Great Salt Lake via the 
Jordan River.

Prior to construction of the Upper Reservoir, 
flow-through occurred primarily during runoff, 
and the inflows were unmanaged. Whatever 
came down the streams flowed into the Lower 
Reservoir. Since construction, the Lower 
Reservoir’s inflows and outflows are managed 
based on the demand for drinking water and the 
need to bypass water from both reservoirs to make 
room for runoff. 

Reservoir Management

The Lower Reservoir has gone through several 
management strategies over the years. During 
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For water utilities, dry is one thing, and serious drought is 

quite another. A typical 10-yr weather cycle in Salt Lake City 

will consist of three or four wet years and six or seven dry years. 

However, an extended dry cycle at the turn of this century 

resulted in unexpected and difficult water quality problems 

in two of the city’s primary supply reservoirs: Mountain Dell 

Reservoir, known as the Lower Reservoir, and the Little Dell 

Reservoir, or the “Upper Reservoir,” which was originally built 

for flood control. These problems were resolved with a cost-

effective water circulator that improved water quality without 

affecting water quantity.

The solar-powered 
circulator, installed 
in the Mountain Dell 
Reservoir, has  
an expandable 
intake tube.
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